
Stainless Products, LLC

53-07 (Compression-Type Valves)

Clean-in-Place Models: 

SP160-7, SP160-77, SP160-9, SP160-79, SP160-97, SP160-99, including standard plug, taper plug 
types M & MT and removable plug type RS; 1/2" – 3” (except hand-operated); Tri-Clamp / Butt Weld

SP161-7, SP161-77, SP161-9, SP161-79, SP161-97, SP161-99, SP163, SP1613, SP164, SP165, 
including standard plug and removable plug type RS; 2”-4”; Tri-Clamp / Flange

COP Models: D60RL, SP60RL; 2” and hand-operated SP160-x-x-H-x

THIS IS TO CERTIFY THAT

is hereby authorized to continue to apply the

3-A Symbol to the models of equipment, conforming to 3-A Sanitary Standards for:

set forth below

CERTIFICATE AUTHORIZATION NUMBER: 762ISSUE DATE: December 18, 1980

VALID THROUGH: 

NEXT TPV INSPECTION/REPORT DUE:

PO Box 169, 1649 - 72nd Ave, Somers, WI 53171-0169 

Number 53-07

December 31, 2024

January 2028

The issuance of this authorization for the use of the 3-A Symbol is based upon the voluntary certification, by the 

applicant for it, that the equipment listed above complies fully with the 3-A Sanitary Standard(s) designated.  

Legal responsibility for compliance is solely that of the holder of this Certificate of Authorization, and 3-A 

Sanitary Standards, Inc. does not warrant that the holder of an authorization at all times complies with the 

provisions of the said 3-A Sanitary Standards.  This in no way affects the responsibility of 3-A Sanitary 

Standards, Inc. to take appropriate action in such cases in which evidence of nonconformance has been 

established.


